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SMT-012-060TDDR

Output Voltage: 

Power:

Din Rail Power Supply

T:
D:
TD:
Blank:

 60W / 96W / 100W /

Triac Dimming
0-10V Dimming
  Triac & 0-10V (5 in 1) Dimming
        Non-Dimming

 12V / 24V / 48V

Din Rail
Constant Voltage LED Driver
TRIAC / Phase / ELV / MLV   0-10V   5 in 1    Non-Dimming 

E507826

SMT-012-060TDR
SMT-024-060TDR

SMT-024-096TDR

SMT-048-096TDR

SMT-048-060TDR

SMT-012-100TDR
SMT-024-100TDR
SMT-048-100TDR

SMT-TDR*  - Triac Dimming

SMT-012-060DDR
SMT-024-060DDR

SMT-024-096DDR

SMT-048-096DDR

SMT-048-060DDR

SMT-012-100DDR

SMT-024-100DDR

SMT-048-100DDR

SMT-DDR*  - 0-10V Dimming

SMT-012-060TDDR
SMT-024-060TDDR

SMT-024-096TDDR

SMT-048-096TDDR

SMT-048-060TDDR

SMT-012-100TDDR

SMT-024-100TDDR

SMT-048-100TDDR

SMT-TDDR*  - Triac & 0-10V ( 5 in1 )Dimming

SMT-012-060DR
SMT-024-060DR

SMT-024-096DR

SMT-048-096DR

SMT-048-060DR

SMT-012-100DR

SMT-024-100DR

SMT-048-100DR

SMT-DR*  - Non-Dimming
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SMT-TDR* Series ( Triac Dimming )

SMT-DR* Series ( Non-Dimming )

SMT-DDR* Series ( 0-10V Dimming )

SMT-TDDR* Series ( Triac & 0-10V 5 in 1Dimming )

Din Rail
Dimmable Constant Voltage LED Driver

 TRIAC / Phase / ELV / MLV   0-10V   5 in 1    Non-Dimming 
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Diagram 1  0-10V Dim

Diagram 2  DALI System

Diagram 3  DMX Controller

Diagram 4  ON / OFF

Wiring diagram
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SMT-CA-VD Series  ( 0-10V Dimming )

SMT-CA-D4i Series  ( DALI-2 D4i Dimming )

SMT-CA-DP2 Series  ( DALI-2 & Push Dimming )

SMT-CA-DMX Series  ( DMX512 Dimming )

SMT-CA-VW Series  ( Non-Dimming )

347VAC
Dimmable Constant Voltage LED Driver for Canada

0-10V   DALI-2   DMX512 Dimming    Non-Dimming
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SMT-CA12100-1G-DMXA-a

Output Voltage:
200-347VAC LED Driver

12V / 24V / 36V / 48V

Power: 100W / 192W / 200W / 288W / 300W

VW:
VD:
D4i:
DP2:
DMX:

Non-Dimming
0-10V Dimming
DALI 2 D4i
DALI 2 & Push
  DMX512 Dimming

1G:
2G:
3G:

Dimming
2-way Class 2 output mode / CCT mode
3-way Class 2 output mode / RGB mode

A:
J:

Aluminum driver
Built-in Junction box driver

a=Blank:
a=Y:
a=T:
a=YT:

no AUX. Power, no Temp. Control
Built-in Auxiliary power
Temperature control

With auxiliary power supply&temperature control

SMT-CA-VD * series SMT-CA-D4i * series SMT-CA-DP2 * series SMT-CA-DMX * series SMT-CA* series

347VAC

347VAC Series 
200- 347VAC Constant Voltage Dimmable LED Driver
0-10V   DALI-2   DMX512 Dimming    Non-Dimming for Choice

E507826

Dimming CCT RGB
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SMT-CA-VD* Series SMT-CA-D4i* Series SMT-CA-DP2* Series SMT-CA-DMX* Series SMT-CA-VWX* Series

200- 347VAC Constant Voltage Dimmable LED Driver

SMT-CA12100-1G-VDA-a

SMT-CA24100-1G-VDA-a

SMT-CA36100-1G-VDA-a

SMT-CA48100-1G-VDA-a

SMT-CA12100-1G-D4iA-a

SMT-CA24100-1G-D4iA-a

SMT-CA36100-1G-D4iA-a

SMT-CA48100-1G-D4iA-a

SMT-CA12100-1G-DP2A-a

SMT-CA24100-1G-DP2A-a

SMT-CA36100-1G-DP2A-a

SMT-CA48100-1G-DP2A-a

SMT-CA12100-1G-DMXA-a

SMT-CA24100-1G-DMXA-a

SMT-CA36100-1G-DMXA-a

SMT-CA48100-1G-DMXA-a

SMT-CA12100-1G-VWA-a

SMT-CA24100-1G-VWA-a

SMT-CA36100-1G-VWA-a

SMT-CA48100-1G-VWA-a

SMT-CA12100-1G-VDJ-a

SMT-CA24100-1G-VDJ-a

SMT-CA36100-1G-VDJ-a

SMT-CA48100-1G-VDJ-a

SMT-CA12100-1G-D4iJ-a

SMT-CA24100-1G-D4iJ-a

SMT-CA36100-1G-D4iJ-a

SMT-CA48100-1G-D4iJ-a

SMT-CA12100-1G-DP2J-a

SMT-CA24100-1G-DP2J-a

SMT-CA36100-1G-DP2J-a

SMT-CA48100-1G-DP2J-a

SMT-CA12100-1G-DMXJ-a

SMT-CA24100-1G-DMXJ-a

SMT-CA36100-1G-DMXJ-a

SMT-CA48100-1G-DMXJ-a

SMT-CA12100-1G-VWJ-a

SMT-CA24100-1G-VWJ-a

SMT-CA36100-1G-VWJ-a

SMT-CA48100-1G-VWJ-a

SMT-CA12200-2G-VDA-a

SMT-CA24200-2G-VDA-a

SMT-CA36200-2G-VDA-a

SMT-CA48200-2G-VDA-a

SMT-CA12200-2G-D4iA-a

SMT-CA24200-2G-D4iA-a

SMT-CA36200-2G-D4iA-a

SMT-CA48200-2G-D4iA-a

SMT-CA12200-2G-DP2A-a

SMT-CA24200-2G-DP2A-a

SMT-CA36200-2G-DP2A-a

SMT-CA48200-2G-DP2A-a

SMT-CA12200-2G-DMXA-a

SMT-CA24200-2G-DMXA-a

SMT-CA36200-2G-DMXA-a

SMT-CA48200-2G-DMXA-a

SMT-CA12200-2G-VWA-a

SMT-CA24200-2G-VWA-a

SMT-CA36200-2G-VWA-a

SMT-CA48200-2G-VWA-a

SMT-CA12200-2G-VDJ-a

SMT-CA24200-2G-VDJ-a

SMT-CA36200-2G-VDJ-a

SMT-CA48200-2G-VDJ-a

SMT-CA12200-2G-D4iJ-a

SMT-CA24200-2G-D4iJ-a

SMT-CA36200-2G-D4iJ-a

SMT-CA48200-2G-D4iJ-a

SMT-CA12200-2G-DP2J-a

SMT-CA24200-2G-DP2J-a

SMT-CA36200-2G-DP2J-a

SMT-CA48200-2G-DP2J-a

SMT-CA12200-2G-DMXJ-a

SMT-CA24200-2G-DMXJ-a

SMT-CA36200-2G-DMXJ-a

SMT-CA48200-2G-DMXJ-a

SMT-CA12200-2G-VWJ-a

SMT-CA24200-2G-VWJ-a

SMT-CA36200-2G-VWJ-a

SMT-CA48200-2G-VWJ-a

SMT-CA12300-3G-VDA-a

SMT-CA24300-3G-VDA-a

SMT-CA36300-3G-VDA-a

SMT-CA48300-3G-VDA-a

SMT-CA12300-3G-D4iA-a

SMT-CA24300-3G-D4iA-a

SMT-CA36300-3G-D4iA-a

SMT-CA48300-3G-D4iA-a

SMT-CA12300-3G-DP2A-a

SMT-CA24300-3G-DP2A-a

SMT-CA36300-3G-DP2A-a

SMT-CA48300-3G-DP2A-a

SMT-CA12300-3G-DMXA-a

SMT-CA24300-3G-DMXA-a

SMT-CA36300-3G-DMXA-a

SMT-CA48300-3G-DMXA-a

SMT-CA12300-3G-VWA-a

SMT-CA24300-3G-VWA-a

SMT-CA36300-3G-VWA-a

SMT-CA48300-3G-VWA-a

SMT-CA12300-3G-VDJ-a

SMT-CA24300-3G-VDJ-a

SMT-CA36300-3G-VDJ-a

SMT-CA48300-3G-VDJ-a

SMT-CA12300-3G-D4iJ-a

SMT-CA24300-3G-D4iJ-a

SMT-CA36300-3G-D4iJ-a

SMT-CA48300-3G-D4iJ-a

SMT-CA12300-3G-DP2J-a

SMT-CA24300-3G-DP2J-a

SMT-CA36300-3G-DP2J-a

SMT-CA48300-3G-DP2J-a

SMT-CA12300-3G-DMXJ-a

SMT-CA24300-3G-DMXJ-a

SMT-CA36300-3G-DMXJ-a

SMT-CA48300-3G-DMXJ-a

SMT-CA12300-3G-VWJ-a

SMT-CA24300-3G-VWJ-a

SMT-CA36300-3G-VWJ-a

SMT-CA48300-3G-VWJ-a

SMT-CA-VD* Series SMT-CA-D4i* Series SMT-CA-DP2* Series SMT-CA-DMX* Series SMT-CA-VWX* Series

200- 347VAC Class 2 Constant Voltage Dimmable LED Driver

SMT-CA24192-2G-VDA-a

SMT-CA36192-2G-VDA-a

SMT-CA48192-2G-VDA-a

SMT-CA24192-2G-D4iA-a

SMT-CA36192-2G-D4iA-a

SMT-CA48192-2G-D4iA-a

SMT-CA24192-2G-DP2A-a

SMT-CA36192-2G-DP2A-a

SMT-CA48192-2G-DP2J-a

SMT-CA24192-2G-DMXA-a

SMT-CA36192-2G-DMXA-a

SMT-CA48192-2G-DMXA-a

SMT-CA24192-2G-VWA-a

SMT-CA36192-2G-VWA-a

SMT-CA48192-2G-VWA-a

SMT-CA24192-2G-VDJ-a

SMT-CA36192-2G-VDJ-a

SMT-CA48192-2G-VDJ-a

SMT-CA24192-2G-D4iJ-a

SMT-CA36192-2G-D4iJ-a

SMT-CA48192-2G-D4iJ-a

SMT-CA24192-2G-DP2J-a

SMT-CA36192-2G-DP2J-a

SMT-CA48192-2G-DP2J-a

SMT-CA24192-2G-DMXJ-a

SMT-CA36192-2G-DMXJ-a

SMT-CA48192-2G-DMXJ-a

SMT-CA24192-2G-VWJ-a

SMT-CA36192-2G-VWJ-a

SMT-CA48192-2G-VWJ-a

SMT-CA24288-3G-VDA-a

SMT-CA36288-3G-VDA-a

SMT-CA48288-3G-VDA-a

SMT-CA24288-3G-D4iA-a

SMT-CA36288-3G-D4iA-a

SMT-CA48288-3G-D4iA-a

SMT-CA24288-3G-DP2A-a

SMT-CA36288-3G-DP2A-a

SMT-CA48288-3G-DP2J-a

SMT-CA24288-3G-DMXA-a

SMT-CA36288-3G-DMXA-a

SMT-CA48288-3G-DMXA-a

SMT-CA24288-3G-VWA-a

SMT-CA36288-3G-VWA-a

SMT-CA48288-3G-VWA-a

SMT-CA24288-3G-VDJ-a

SMT-CA36288-3G-VDJ-a

SMT-CA48288-3G-VDJ-a

SMT-CA24288-3G-D4iJ-a

SMT-CA36288-3G-D4iJ-a

SMT-CA48288-3G-D4iJ-a

SMT-CA24288-3G-DP2J-a

SMT-CA36288-3G-DP2J-a

SMT-CA48288-3G-DP2J-a

SMT-CA24288-3G-DMXJ-a

SMT-CA36288-3G-DMXJ-a

SMT-CA48288-3G-DMXJ-a

SMT-CA24288-3G-VWJ-a

SMT-CA36288-3G-VWJ-a

SMT-CA48288-3G-VWJ-a


