
Diagram 1  DALI Dim

Diagram 2  Push-Dim

Diagram 3  Push-Dim

Diagram 4  DALI System

Diagram 5  DALI Master

www.smarts-electronics.com

Wiring diagram
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SMT-DI-D4P / DP2 Series ( D4i · DALI-2 · Push Dimming )

SMT-M-CM Series ( Multi-Current output )

DALI-2 & Push
Constant Current Dimmable LED Driver
Indoor lighting Driver Series > Multi-Current output DIP adjustment & NFC

DALI-2   D4i   Push   DT6 Dimming   DT8 CCT Dimming



www.smarts-electronics.com

SMT-M-010CM

SMT-42100-CMA

SMT-42150-CMA

SMT-42200-CMA

SMT-40250-CMA

SMT-33300-CMA

SMT-28350-CMA

SMT-25400-CMA

SMT-22450-CMA

SMT-M-020CM

SMT-M-2C-020CM

SMT-42250-CMA

SMT-42350-CMA

SMT-42400-CMA

SMT-42450-CMA

SMT-40500-CMA

SMT-36550-CMA

SMT-33600-CMA

SMT-29700-CMA

SMT-M-010CMJ

Multi-Current output

SMT-M-2C-020CMJ

Aluminum Built-in 
Junction box driver

Power: 10W / 20W / 40W / 
60W / 100W

DALI-2 Dimming

1CH: Dimming
2CH: CCT 

x=Blank:
2C:
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Multi-Current output

1CH: Dimming
2CH: CCT 

SMT-M-2C-020CM

x=Blank:
2C:

IP20 Plastic driver
IP67 Aluminum driver

Blank:
A:

Power: 10W / 20W / 40W / 
60W / 100W

DALI-2 Dimming

IP67 IP67

SMT-M-CM series

SMT-DI*series

SMT-DI-D4P * series SMT-DI-DP2 * series SMT-M-CM * series

D4I & Push  Dimming DALI 2  & Push  Dimming

DALI-2 & Push Series

DALI-2 & Push Series
100-277VAC Constant Current Dimmable LED Driver
DALI-2 & Push               Dimming               CCT

E507826
A P P R O V A L S

SMT-DI020W070-D4PP-Y

Slim Size

P：
A：
I：

Power:

Max. output current

 20W / 40W / 60W / 100W

IP20 Screw-free Linear plastic driver
IP66 Linear aluminum driver
IP20 Linear Iron driver

Blank：
Y：
T：

Built-in Auxiliary power
Temperature control

no AUX. Power, no Temp. Control

D4P :
DP2 :

D4i & Push
DALI-2 & Push
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SMT-M-020CMJ

SMT-DI020W070-D4PP-Y

SMT-DI020W070-DP2P

SMT-DI020W070-DP2A

SMT-DI020W070-D4PA-Y

SMT-DI020W070-D4PI-Y

SMT-DI020W070-DP2I

SMT-M-2C-020CMJ 

SMT-M-C040CM

SMT-M-040CM
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SMT-M-2C-040CM

SMT-65300-CMA

SMT-65350-CMA

SMT-65400-CMA

SMT-65450-CMA

SMT-65500-CMA

SMT-65550-CMA

SMT-65600-CMA

SMT-62650-CMA

SMT-57700-CMA

SMT-50800-CMA

SMT-45900-CMA

SMT-401000-CMA

SMT-371100-CMA

SMT-341200-CMA

SMT-311300-CMA

SMT-291400-CMA

SMT-M-C040CMJ

SMT-DI040W070-D4PP-Y

SMT-DI040W140-DP2P

SMT-DI040W070-DP2P

SMT-DI040W070-D4PA-Y
SMT-DI040W140-D4PA-Y

SMT-DI040W140-DP2A

SMT-DI040W070-DP2A

SMT-DI040W140-DP2I

SMT-DI040W070-DP2I

SMT-DI040W070-D4PI-Y
SMT-DI040W140-D4PI-Y

SMT-DI040W140-D4PP-Y



SMT-M-2C-060CM

SMT-65600-CMA

SMT-65700-CMA

SMT-65800-CMA

SMT-65900-CMA

SMT-601000-CMA

SMT-541100-CMA

SMT-501200-CMA

SMT-461300-CMA

SMT-431400-CMA

SMT-401500-CMA

SMT-381600-CMA

SMT-351700-CMA

SMT-331800-CMA

SMT-321900-CMA

SMT-302000-CMA

SMT-292100-CMA

SMT-M-C060CMJ

SMT-DI060W160-D4PP-Y
SMT-DI060W120-D4PP-Y

SMT-DI060W120-DP2P
SMT-DI060W160-DP2P

SMT-DI060W120-DP2A
SMT-DI060W160-DP2A

SMT-DI060W120-D4PA-Y
SMT-DI060W160-D4PA-Y

SMT-DI060W160-D4PI-Y
SMT-DI060W120-D4PI-Y

SMT-DI060W160-DP2I
SMT-DI060W120-DP2I
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SMT-M-040CMJ

SMT-M-2C-040CMJ

SMT-M-C060CM

SMT-M-060CM
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SMT-M-100ACMA

SMT-M-100BCMA

SMT-DI100W210-D4PP-Y
SMT-DI100W160-D4PP-Y

SMT-DI100W210-DP2P
SMT-DI100W160-DP2P

SMT-DI100W210-D4PA-Y

SMT-DI100W210-DP2A
SMT-DI100W160-DP2A

SMT-DI100W210-D4PI-Y
SMT-DI100W160-D4PI-Y

SMT-DI100W210-DP2I
SMT-DI100W160-DP2I

SMT-DI100W160-D4PA-Y

SMT-M-100ACMJ

SMT-M-100BCMJ

SMT-DI100W210-D4PP-Y

Slim Size

P：
A：
I：

Power:

Max. output current

 20W / 40W / 60W / 100W

IP20 Screw-free Linear plastic driver
IP66 Linear aluminum driver
IP20 Linear Iron driver

D4P :
DP2 :

D4i & Push
DALI-2 & Push

Blank：
Y：
T：

Built-in Auxiliary power
Temperature control

no AUX. Power, no Temp. Control

SMT-M-060CMJ

SMT-M-2C-C060CMJ

SMT-M-100ACM

SMT-M-100BCM
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Multi-Current output

SMT-M-2C-020CMJ

Aluminum Built-in 
Junction box driver

Power: 10W / 20W / 40W / 
60W / 100W

DALI-2 Dimming

1CH: Dimming
2CH: CCT 

x=Blank:
2C:

Multi-Current output

100W

SMT-M-100ACMA

Power:

IP20 Plastic driver
IP67 Aluminum driver

Blank:
A:

A:
B:

500mA - 1200mA
1400mA - 2100mA

DALI-2 Dimming


