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Diagram 1  Triac Dim

Diagram 2  Triac Dim & 0-10V Dim

Diagram 3  0-10V Dim

Diagram 4  1-10V / Potentiometer Dim

Diagram 5  0-10V / 10V PWM Dim

Wiring diagramTRIAC & 0-10V ( 5 in 1 Dimming )
Dimmable Constant Voltage LED Driver
PWM mode / VR ( Voltage Reduce ) mode

TRIAC / Phase / ELV / MLV    0-10V    Warm-Dim 
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SMT-VTD / VT / VD Series [ PWM mode / VR ( Voltage Reduce ) mode ]
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SMT-12300-5C-VTD-J

Output Voltage: 12V / 24V / 36V / 48V

Power: 30W / 60W / 80W / 96W / 100W /
120W / 150W / 180W / 192W / 200W /
288W / 300W / 500W / 600W

VT:
VD:
VTD:

Triac Dimming
0-10V Dimming
Triac & 0-10V (5 in 1) Dimming

Blank:
2 - 5C:

1CH Dimming
2CH -5CH

P:
A:
J:

Plastic driver
Aluminum driver
Aluminum built-in Junction box driver

SMT-VT * series

Triac / ELV / MLV  Dimming

SMT-VTD * series

Triac & 0-10V (5 in 1)  Dimming

SMT-VD * series

0-10V  Dimming

SMT-VTD / VT / VD Series

SMT-xC-VT * series

- 2 Channel Warm-Dim model

Triac / ELV / MLV  Dimming

SMT-xC-VTD * series

Triac & 0-10V (5 in 1)  Dimming

SMT-xC-VD * series

0-10V  Dimming

SMT-xC-VTD / VT / VD Series

SMT-VTD Series PWM & VR ( Voltage Reduce )
100- 277VAC Constant Voltage Dimmable LED Driver
TRIAC / Phase / ELV / MLV   0-10V Dimming

E507826
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SMT-VT* SMT-VTD* SMT-VD*

Multi-Dimming Mode (5 in 1) LED Driver (PWM & VR Switchable) 

SMT-12030-VT-P

SMT-24030-VT-P

SMT-36030-VT-P

SMT-48030-VT-P

SMT-12030-VT-J

SMT-24030-VT-J

SMT-36030-VT-J

SMT-48030-VT-J

SMT-12060-VT-P

SMT-24060-VT-P

SMT-36060-VT-P

SMT-48060-VT-P

SMT-12060-VT-J

SMT-24060-VT-J

SMT-36060-VT-J

SMT-48060-VT-J

SMT-12080-VT-P

SMT-24080-VT-P

SMT-36080-VT-P

SMT-48080-VT-P

SMT-12080-VT-J

SMT-24080-VT-J

SMT-36080-VT-J

SMT-48080-VT-J

SMT-24096-VT-P

SMT-36096-VT-P

SMT-48096-VT-P

SMT-24096-VTD-J

SMT-36096-VTD-J

SMT-48096-VTD-J

SMT-12100-VT-P

SMT-24100-VT-P

SMT-36100-VT-P

SMT-48100-VT-P

SMT-12100-VT-J

SMT-24100-VT-J

SMT-36100-VT-J

SMT-48100-VT-J

SMT-12120-VT-P

SMT-24120-VT-P

SMT-36120-VT-P

SMT-48120-VT-P

SMT-12120-VT-A

SMT-24120-VT-A

SMT-36120-VT-A

SMT-48120-VT-A

SMT-12030-VTD-P

SMT-24030-VTD-P

SMT-36030-VTD-P

SMT-48030-VTD-P

SMT-12030-VTD-J

SMT-24030-VTD-J

SMT-36030-VTD-J

SMT-48030-VTD-J

SMT-12060-VTD-P

SMT-24060-VTD-P

SMT-36060-VTD-P

SMT-48060-VTD-P

SMT-12060-VTD-J

SMT-24060-VTD-J

SMT-36060-VTD-J

SMT-48060-VTD-J

SMT-12080-VTD-P

SMT-24080-VTD-P

SMT-36080-VTD-P

SMT-48080-VTD-P

SMT-12080-VTD-J

SMT-24080-VTD-J

SMT-36080-VTD-J

SMT-48080-VTD-J

SMT-24096-VTD-P

SMT-36096-VTD-P

SMT-48096-VTD-P

SMT-24096-VTD-J

SMT-36096-VTD-J

SMT-48096-VTD-J

SMT-12100-VTD-P

SMT-24100-VTD-P

SMT-36100-VTD-P

SMT-48100-VTD-P

SMT-12100-VTD-J

SMT-24100-VTD-J

SMT-36100-VTD-J

SMT-48100-VTD-J

SMT-12120-VTD-P

SMT-24120-VTD-P

SMT-36120-VTD-P

SMT-48120-VTD-P

SMT-12120-VTD-A

SMT-24120-VTD-A

SMT-36120-VTD-A

SMT-48120-VTD-A

SMT-12030-VD-P

SMT-24030-VD-P

SMT-36030-VD-P

SMT-48030-VD-P

SMT-12030-VD-J

SMT-24030-VD-J

SMT-36030-VD-J

SMT-48030-VD-J

SMT-12060-VD-P

SMT-24060-VD-P

SMT-36060-VD-P

SMT-48060-VD-P

SMT-12060-VD-J

SMT-24060-VD-J

SMT-36060-VD-J

SMT-48060-VD-J

SMT-12080-VD-P

SMT-24080-VD-P

SMT-36080-VD-P

SMT-48080-VD-P

SMT-12080-VD-J

SMT-24080-VD-J

SMT-36080-VD-J

SMT-48080-VD-J

SMT-24096-VD-P

SMT-36096-VD-P

SMT-48096-VD-P

SMT-24096-VD-J

SMT-36096-VD-J

SMT-48096-VD-J

SMT-12100-VD-P

SMT-24100-VD-P

SMT-36100-VD-P

SMT-48100-VD-P

SMT-12100-VD-J

SMT-24100-VD-J

SMT-36100-VD-J

SMT-48100-VD-J

SMT-12120-VD-P

SMT-24120-VD-P

SMT-36120-VD-P

SMT-48120-VD-P

SMT-12120-VD-A

SMT-24120-VD-A

SMT-36120-VD-A

SMT-48120-VD-A
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SMT-24288-3C-VT-J SMT-24288-3C-VTD-J SMT-24288-3C-VD-J

SMT-12300-5C-VT-J SMT-12300-5C-VTD-J SMT-12300-5C-VD-J

SMT-12300-5C-VT-A SMT-12300-5C-VTD-A SMT-12300-5C-VD-A

SMT-12500-VT-A SMT-12500-VTD-A SMT-12500-VD-A

SMT-24500-VT-A SMT-24500-VTD-A SMT-24500-VD-A

SMT-36500-VT-A SMT-36500-VTD-A SMT-36500-VD-A

SMT-48500-VT-A SMT-48500-VTD-A SMT-48500-VD-A

SMT-12500-VT-J SMT-12500-VTD-J SMT-12500-VD-J

SMT-24500-VT-J SMT-24500-VTD-J SMT-24500-VD-J

SMT-36500-VT-J SMT-36500-VTD-J SMT-36500-VD-J

SMT-48500-VT-J SMT-48500-VTD-J SMT-48500-VD-J

SMT-36288-3C-VT-J SMT-36288-3C-VTD-J SMT-36288-3C-VD-J

SMT-48288-3C-VT-J SMT-48288-3C-VTD-J SMT-48288-3C-VD-J

SMT-24600-VT-J SMT-24600-VTD-J SMT-24600-VD-J

SMT-36600-VT-J SMT-36600-VTD-J SMT-36600-VD-J

SMT-48600-VT-J SMT-48600-VTD-J SMT-48600-VD-J

SMT-24600-VT-A SMT-24600-VTD-A SMT-24600-VD-A

SMT-36600-VT-A SMT-36600-VTD-A SMT-36600-VD-A

SMT-48600-VT-A SMT-48600-VTD-A SMT-48600-VD-A

SMT-VT* SMT-VTD* SMT-VD*

Multi-Dimming Mode (5 in 1) LED Driver (PWM & VR Switchable) 

SMT-W12500-2C-VT-A SMT-W12500-2C-VTD-A SMT-W12500-2C-VD-A

SMT-W24500-2C-VT-A SMT-W24500-2C-VTD-A SMT-W24500-2C-VD-A

SMT-W36500-2C-VT-A SMT-W36500-2C-VTD-A SMT-W36500-2C-VD-A

SMT-W48500-2C-VT-A SMT-W48500-2C-VTD-A SMT-W48500-2C-VD-A

SMT-W12500-2C-VT-J SMT-W12500-2C-VTD-J SMT-W12500-2C-VD-J

SMT-W24500-2C-VT-J SMT-W24500-2C-VTD-J SMT-W24500-2C-VD-J

SMT-W36500-2C-VT-J SMT-W36500-2C-VTD-J SMT-W36500-2C-VD-J

SMT-W48500-2C-VT-J SMT-W48500-2C-VTD-J SMT-W48500-2C-VD-J

SMT-W24600-2C-VT-J SMT-W24600-2C-VTD-J SMT-W24600-2C-VD-J

SMT-W36600-2C-VT-J SMT-W36600-2C-VTD-J SMT-W36600-2C-VD-J

SMT-W48600-2C-VT-J SMT-W48600-2C-VTD-J SMT-W48600-2C-VD-J

SMT-W24600-2C-VT-A SMT-W24600-2C-VTD-A SMT-W24600-2C-VD-A

SMT-W36600-2C-VT-A SMT-W36600-2C-VTD-A SMT-W36600-2C-VD-A

SMT-W48600-2C-VT-A SMT-W48600-2C-VTD-A SMT-W48600-2C-VD-A

SMT-W-VT* SMT-W-VTD* SMT-W-VD*

(5 in 1) LED Driver (PWM & VR Switchable)  2 Channel Warm-Dim model 
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SMT-VT* SMT-VTD* SMT-VD*

Multi-Dimming Mode (5 in 1) LED Driver (PWM & VR Switchable) 

SMT-12120-VT-J

SMT-24120-VT-J

SMT-36120-VT-J

SMT-48120-VT-J

SMT-12150-VT-A

SMT-24150-VT-A

SMT-36150-VT-A

SMT-48150-VT-A

SMT-12150-VT-J

SMT-24150-VT-J

SMT-36150-VT-J

SMT-48150-VT-J

SMT-12200-VT-A

SMT-24200-VT-A

SMT-36200-VT-A

SMT-48200-VT-A

SMT-12200-VT-J

SMT-24200-VT-J

SMT-36200-VT-J

SMT-48200-VT-J

SMT-12180-3C-VT-A

SMT-12180-3C-VT-J

SMT-24192-2C-VT-A

SMT-36192-2C-VT-A

SMT-48192-2C-VT-A

SMT-24192-2C-VT-J

SMT-12300-VT-A

SMT-24300-VT-A

SMT-36300-VT-A

SMT-48300-VT-A

SMT-12300-VT-J

SMT-24300-VT-J

SMT-36300-VT-J

SMT-48300-VT-J

SMT-36192-2C-VT-J

SMT-48192-2C-VT-J

SMT-24288-3C-VT-J

SMT-36288-3C-VT-J

SMT-48288-3C-VT-J

SMT-12120-VTD-J

SMT-24120-VTD-J

SMT-36120-VTD-J

SMT-48120-VTD-J

SMT-12150-VTD-A

SMT-24150-VTD-A

SMT-36150-VTD-A

SMT-48150-VTD-A

SMT-12150-VTD-J

SMT-24150-VTD-J

SMT-36150-VTD-J

SMT-48150-VTD-J

SMT-12200-VTD-A

SMT-24200-VTD-A

SMT-36200-VTD-A

SMT-48200-VTD-A

SMT-12200-VTD-J

SMT-24200-VTD-J

SMT-36200-VTD-J

SMT-48200-VTD-J

SMT-12180-3C-VTD-A

SMT-12180-3C-VTD-J

SMT-24192-2C-VTD-A

SMT-36192-2C-VTD-A

SMT-48192-2C-VTD-A

SMT-12300-VTD-A

SMT-24300-VTD-A

SMT-36300-VTD-A

SMT-48300-VTD-A

SMT-12300-VTD-J

SMT-24300-VTD-J

SMT-36300-VTD-J

SMT-48300-VTD-J

SMT-24192-2C-VTD-J

SMT-36192-2C-VTD-J

SMT-48192-2C-VTD-J

SMT-24288-3C-VTD-J

SMT-36288-3C-VTD-J

SMT-48288-3C-VTD-J

SMT-12120-VD-J

SMT-24120-VD-J

SMT-36120-VD-J

SMT-48120-VD-J

SMT-12150-VD-A

SMT-24150-VD-A

SMT-36150-VD-A

SMT-48150-VD-A

SMT-12150-VD-J

SMT-24150-VD-J

SMT-36150-VD-J

SMT-48150-VD-J

SMT-12200-VD-A

SMT-24200-VD-A

SMT-36200-VD-A

SMT-48200-VD-A

SMT-12200-VD-J

SMT-24200-VD-J

SMT-36200-VD-J

SMT-48200-VD-J

SMT-12180-3C-VD-A

SMT-24192-2C-VD-A

SMT-36192-2C-VD-A

SMT-48192-2C-VD-A

SMT-12300-VD-A

SMT-24300-VD-A

SMT-36300-VD-A

SMT-48300-VD-A

SMT-12300-VD-J

SMT-24300-VD-J

SMT-36300-VD-J

SMT-48300-VD-J

SMT-24192-2C-VD-J

SMT-36192-2C-VD-J

SMT-48192-2C-VD-J

SMT-24288-3C-VD-J

SMT-36288-3C-VD-J

SMT-48288-3C-VD-J

SMT-12180-3C-VD-J


